## AT\& T Cable Repair (I\&R) T1 Troubleshooting Procedure

## STEP \# 1

Check dial tone w/ \# 4003956
YES: Check other CUs for dial tone
NO: Check Lights on LIU and check other CUs in that shelf

\# 4-A-05 Weatherproof Hardwire to Alligator Clips, (5')

Telephone: (856) 753-8585
Fax: (856) 768-7645

## AT\& T Cable Repair (I\&R) T1 Troubleshooting Procedure

## STEP \# 2

Check lights on LIU
RED: Check protector / start cable pair troubleshooting
GREEN: Check othe CUs for dial tone / loop LIU (\# 400396LD)
PROTECT: Check dial tone / troubleshoot T1s in alarm


## STEP \# 3

Start trouble shooting cable pair *

* See cable repair troubleshooting document


Telecom Assistance Group
Telephone: (856) 753-8585
Fax: (856) 768-7645
W. Berlin, NJ 08091
datasheets\AT\&T\ATT_Cable_Repair_T1_Troubleshooting_Procedure_r03.dsf (09/18/23)

## AT\&T Cable Repair (I\&R) T1 Troubleshooting Procedure

STEP \# 3
Cable Repair starts troubleshooting T1

* See cable repair troubleshooting document

1. Cable Repair tech has loop put on T1 Ckt \# 3 at CO.
2. Cable Repair tech goes to halfway point (App Case 4) to test T1 Ckt \# 3.
3. Remove repeater for T1 Ckt \# 3 and plug into slot on EXT-209T.
4. Insert EXT-209T into T1 Ckt \# 3 slot and connect T1 Test Set. Run Test.


## AT\&T Cable Repair (I\&R) T1 Troubleshooting Procedure


www.tagcords.com
Telecom Assistance Group

Telephone: (856) 753-8585
Fax: (856) 768-7645

## AT\&T Cable Repair (I\&R) T1 Troubleshooting Procedure



## AT\& T Cable Repair (I\&R) T1 Troubleshooting Procedure



